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MTU Detroit Diesel, Inc.                                

Mercedes-Benz Mini Diag2 Off-Highway Software Installation Instructions

Warning - Updating the Mini Diag 2 software will convert the Mini Diag 2 to an “Off Highway / Industrial” tool only.   Any saved parameter sets within the Mini Diag 2 memory will be deleted when updating the software unless they are saved to the program. The saved parameter sets can then be reloaded back into the Mini Diag 2 memory during the software installation process by checking the extended box.  The procedure is explained below.   

Step # 1 

You cannot install the new software directly from the CD to the Mini Diag. Therefore, save the contents of the attached CD or Extranet file to the computers hard drive (i.e. C: drive) under a folder titled “Mini Diag 5.02.37”. Remove CD from PC. Connect Mini Diag 2 to PC utilizing the Mini Diag to PC connecting cable part number N3490.2200.00 before launching the Mini Diag Assistant as shown below.  Connect power supply. 
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Step # 2 

Locate and open the new file titled “Mini Diag 5.02.37” that was set up in step #1 and click on the Mini Diag assistant program file titled “MinidiagAssistant.EXE” to open up the program.   

Step # 3

If you do not have any saved parameter sets on the Mini Diag, click on the button titled “data to minidiag2” the second button from the top.  
Mercedes Benz Off-Highway Software Installation Instructions - continued
If you have parameter sets saved on the Mini Diag, click on the box titled “data from mini diag2” button to save them to this program.  Then click on “data to minidiag2” to return to the screen below.
Step # 4 -Select the COM port to which the Mini Diag is connected. The display should then read “searching for minidiag2”:
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The connection status should now read “minidiag2 found”.  
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Mercedes Benz Off-Highway Software Installation Instructions - continued
Step # 5

Check the “extended” button on the left hand side of the screen to open up the screen below. For M-B Industrial engines, check the ADM-VCU, FMR (3rd box on high capacity all terrain cranes) and the MR-PLD box.  The other boxes are for other M-B applications (i.e. Flame start, M-B Transmissions, Anti Lock Brakes, etc…) Older Mini Diags (p/n 0001531018) have only 2mb of memory and cannot accept all of the other M-B control box diagnostic routines, so we need to limit what we install.  New Mini Diags (p/n 0001531218) have 4 mb of memory and all control box diagnostic routines can be loaded. If you try to load more than the memory can accept, an error message will be displayed.    

*** Also check the parameter sets you previously saved to the program and want resaved on the Mini Diag.   After you have everything you want loaded, click on “Transfer” to start the updating process. 
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Mercedes Benz Off-Highway Software Installation Instructions - continued
Step # 7

Click on “OK”; the transferring procedure is thus concluded. 
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With this, the data transfer process is completed. The Mini Diag 2 display then shows the main menu and is ready for other applications.  
Mercedes-Benz Mini-Diag 2A and 2B Accessories
The following parts are available through the Canton PDC for the Mini-Diag 2A and 2B:
· Complete Mini-Diag 2B kit: 0001531318
· Mini-Diag 2A (Customer version): 0001531218

· Diagnosis cable: N3490.2300.00

· PC connecting cable: N3490.2200.00 (RS 232) 
· Main AC power unit: 3490.2100.00

· OBD II Connector cable for Grove cranes: 3490.2700.00
· USB to RS232 Interface Converter: 3490.2600.00
When ordering please enter the complete part number as described above (including the periods).

Please contact MTU Detroit Diesel After Sales at 313-592-7272 with questions and requests.
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Gary Benovich

Mercedes-Benz Product Technical Svc Engineer - Off Hwy
MTU Detroit Diesel Inc.
13400 Outer Drive West
Detroit, MI 48239
Tel: 313-592-7136 / Mobile: 313-330-9224
gary.benovich@mtu-online.com
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